
Product Description 
ComfortClip provides flexibility in the 
securing of respirator masks. Designed for 
easy application with a D95+ Medical 
Respirator, the ComfortClip pulls ear loops 
securely onto an adjustable band worn on 
the head. The ComfortClip  alleviates 
pressure from the mask on the ears and 
provides comfort with three adjustments 
levels to ensure an adequate seal.

Product Specification Overview 
ComfortClip for the D95+ Respirator Mask   

Item Description Size Width Height Inner Qty Carton Qty
ComfortClip - Ear Loop Extender One size 237 ± 1mm 88 ± 1mm 100 pieces 1000 pieces

Product Model Details 

Instructions for Use
Appropriate hand hygiene should always be used when touching the mask and ComfortClip. Masks and ComfortClips should not be reapplied and should be discarded 
safely after use. 

Open the mask 
and flatten the 
nose piece.

Push the ear loop 
into the 
ComfortClip 
notches to a 
predetermined 
comfort length.

Adjust the mask on 
your chin first, 
allowing the 
ComfortClip to fall 
forward. 

Caution: Mask helps protect against certain particles and is designed for occupational use by healthcare professionals who are properly trained in mask use and limitations. 
Misuse may result in sickness or death. DO NOT use in any manner not indicated in the Instructions for Use. Always read the label. Discard the mask and ComfortClip if either 
becomes damp, soiled, damaged, or difficult to breathe through. Mask performance efficiencies may deteriorate when exposed to oil-based substances or individual fit 
characteristics are not adequate. Do not use if the packaging is damaged. 
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Hold edges of the 
mask around chin and  
lift the ComfortClip 
over the head into a 
comfortable and  
secure position.

Open the mask to 
it sit on the bridge 
of the nose and 
over the chin.  

Adjust the ear 
loops to a 
comfortable and 
secure position 
around or above 
the ears. 

Use both bands to 
firmly mould nose 
piece to the shape 
of your nose to 
ensure a comfortable 
and secure fit. 

Expand the mask 
appropriately at 
the edges and 
check it is secure 
and provides an 
adequate seal. 

Hold the end of the 
ear loops closest to 
the ComfortClip in 
a pistol grip. 

To remove, hold 
the bottom ear 
loop sections and 
follow them 
backward to meet 
the ComfortClip on 
each side.

Continue to hold 
the bottom ear 
loops in your hand 
and grab the 
ComfortClip in a 
pistol grip position. 

Dispose of the 
mask and 
ComfortClip safely 
and practise good 
hand hygiene.

Lift the ComfortClip 
up and over your 
head without 
touching the mask. 
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Applying Mask

Removing Mask Safely 

Always check mask fit to 
ensure it is secured at the 
bridge of the nose and 
mouth. There should be 
no gaps between the 
mask and face to provide 
an adequate seal.  

ComfortClip

Ear loop adjustment 
points 
   


